
PRESSED ON
POSITIVE SEAL
BOOT WITH
DIRECTIONAL
GREASE RELIEF

SERRATED
HOUSING

ZERK FITTING

FUELLE PROTECTOR 
DE SELLADO POSITIVO 
PRESIONADO, CON 
VÁLVULA DE 
DESCARGA DE 
GRASA DIRECCIONAL

CAJA ESTRIADA

GRASERA ZERK

LATERAL MOVEMENT WITHIN HOUSING

RADIAL DEFLECTION

MOVIMIENTO LATERAL EN LA CAJA

DESVIACIÓN LATERAL

B U L L E T I N :  2 5 4 7 4

Premature ball
 joint wear

T h e  P r o b l e m  S o l v e r ™

PROBLEM: SOLUTION:

1989–2001
Hyundai Accent/Elantra/Tiburon/Sonata

• Premature ball joint wear is experienced on the Hyundai 
Accent, Elantra, Tiburon and Sonata.

• Intrusion and boot failure could accelerate ball joint wear.

• Greasable design to reduce friction and  
flush contaminates.

• Boot with directional grease relief is pressed on for a  
positive seal.

• Serrated housing accommodates slightly worn control arm 
housing for easy installation.

• Metal stud with full-ball configuration provides 360° of smooth, 
even, rotational movement for more responsive steering.

• All-metal “gusher” bearing design allows lubricant to penetrate 
bearing surfaces for longer life.

• Exclusive double bearing allows for less pre-load, resulting in 
reduced steering effort.

MOOG® ball jointPremature ball joint wear

’95-’99 Hyundai Accent K9455
’96-’00 Hyundai Elantra K9455
’97-’01 Hyundai Tiburon K9455
’89-’94 Hyundai Sonata K9455

*Check catalog for specific application information.

Year Make/Model* Replacement
Part No.

Desgaste prematuro
 de la rótula

T h e  P r o b l e m  S o l v e r ™

1989–2001
Hyundai Accent/Elantra/Tiburon/Sonata

• En los vehículos Accent, Elantra y Tiburon de Hyundai se 
produce un desgaste prematuro de la rótula.

• La entrada de cuerpos extraños y la falla del fuelle protector 
podrían acelerar el desgaste de la rótula. 

• Su diseño engrasable reduce la fricción y  
permite eliminar los contaminantes.

• El fuelle protector, dotado de una válvula de descarga  
de grasa direccional, está presionado para crear un  
sellado positivo.

• La caja estriada permite colocar la caja del brazo de 
suspensión ligeramente desgastada para una instalación fácil.

• El pivote metálico con rótula completa ofrece un movimiento 
de rotación suave y uniforme de 360° que permite una 
dirección más sensible.

• El modelo de cojinete totalmente metálico de tipo “gusher” 
permite que el lubricante entre en las superficies del cojinete y 
alarga la vida útil de la pieza.

• El doble cojinete exclusivo permite una precarga inferior, por 
lo cual hay que ejercer menos esfuerzo con la dirección. 

Rótula MOOG®Desgaste prematuro de la rótula

’95-’99 Hyundai Accent K9455
’96-’00 Hyundai Elantra K9455
’97-’01 Hyundai Tiburon K9455
’89-’94 Hyundai Sonata K9455

*Consulte el catálogo para les aplicaciones específicas.

Año  Marca/Modelo* N.° de pieza
de recambio

B O L E T Í N :  2 5 4 7 4

PROBLEMA: SOLUCIÓN:


