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Front Coil
 Springs Breaking

T h e  P r o b l e m  S o l v e r ™

MOOG® Coil Springs 
80160 and 80162

PROBLEM: SOLUTION:

1998–2000 Ford Contour and Mercury Mystique

Front Coil Springs Breaking

• Front coil springs for the Ford Contour and the Mercury 
Mystique from 1998 to 2000 could potentially fracture due 
to corrosion and fatigue. Tires can be punctured by 
coming in contact with a broken spring.

• MOOG offers a replacement, constant rate 
coil spring that is designed to provide more strength 
and durability.

• Creates lower stress throughout the spring to resist fatigue 
due to a larger diameter bar and a higher spring rate. 

• Incorporates a shorter free height. 
• Resists corrosion with an improved, coated material. 
• Resists spring clash with a plastic sleeve. 
• Tougher spring provides a firmer ride for better handling. 

Application Replacement
Part No.

Ford Contour and Mercury Mystique w/automatic and 
manual transmission and air conditioning.  4 Cyl. 2.0L eng.  
1998-2000 

Ford Contour and Mercury Mystique w/automatic and 
manual transmission and air conditioning.  6 Cyl. 2.5L eng.  
1998-2000 

80160

80162

Los resortes
 espirales delanteros

 se rompen

T h e  P r o b l e m  S o l v e r ™

Resortes espirales 
MOOG® 80160 y 80162

PROBLEMA:  SOLUCIÓN:

Ford Contour y Mercury Mystique 1998–2000

Los resortes espirales 
delanteros se rompen 

• Los resortes espirales de los modelos Ford Contour y 
Mercury Mystique de los años 1998 a 2000 podrían 
romperse debido a la corrosión y al desgaste. Los 
neumáticos podrían pincharse al entrar en contacto 
con un resorte roto. 

 

Aplicación N.° de pieza
de recambio

Ford Contour y Mercury Mystique con transmisión 
automática y manual y aire acondicionado. 
Motor de 4 cil. 2,0 l 1998-2000

Ford Contour y Mercury Mystique con transmisión 
automática y manual y aire acondicionado. 
Motor de 4 cil. 2,5 l 1998-2000 

80160

80162

• MOOG ofrece un repuesto de resorte espiral 
de volumen constante diseñado para ofrecer mayor 
resistencia y durabilidad. 

• Una barra de mayor grosor y un volumen más alto entre el 
resorte crean menos peso sobre el resorte, por lo que 
resiste mejor el desgaste. 

• El diseño de Moog incorporora corta altitud y soltura. 
• Material mejorado y recubierto para resistir mejor 

la corrosión.
• Incluye un buje de plástico para resistir el choque entre 

los resortes. 
• Este resorte espiral más resistente ofrece también un 

funcionamiento más firme para un mejor manejo.
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